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Magnetic Sheeting with Printable Matt White Vinyl

PRODUCT DESCRIPTION: PRODUCT CONSTRUCTION:

®  Printable Matt White Vinyl is laminated on the non- — Printable Matt White Vinyl: 0.1mm

magnetic side of Magnetic Sheeting. —* Magnetic Sheeting: different thickness

® Magnetic Sheeting has a UV hardened coating on the
magnetic side. PACKAGING:

Choices of vinyl to suit different printing methods
including UV Digital, (Eco) Solvent Digital, Solvent
Screen and UV Screen.

Easy to cut, apply, remove and change.

USE AND STORAGE:
Tray & Lid box

Working Temperature: 10°C - 35°C, Short Term
Resistance: 50°C, Relative Humidity: 20% - 60%.
Handling: Keep away from open flame or other non- PHYSICAL PROPERTIES:

processing sources of ignition. Flexibility: Can be wrapped around a rod with a 12mm radius at

Storage: Avoid sunlight, temperature 10°C - 35°C, 20°C without cracking.
relative humidity 20% - 60%.

Shelf life: 12 months, unfinished product should be re-
packed and kept in normal storage conditions.

Cutting: Scissor cutting, knife-cutting, die-cutting, and slitting can
be done with ease.

PRINTABILITY:
Digital Printing: Digital Printing: Digital Printing: Screen Printing: Screen Printing: Offset Printing:
(Eco) Solvent Inks UV Soft Inks Latex Inks Solvent-based Inks UV Inks Solvent-based Inks

Notes:
1. This PVC has a dyne level of 34 only. Some UV inks require the substrate to have a higher dyne level for printing.

2. Users should do preliminary tests on large-sized sheets, e.g. 1000mm x 1000mm, to confirm printability before production. Printing problems
may occur, in whole area or in just some small areas, on certain digital printers due to ink problems or other technical problems not to our
knowledge.

Users should handle the material with gloves and do not touch the vinyl surface with bare hands or clean it with organic solvent or alcohol
before UV digital printing.




